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Monitors

UHD Display

Clarity Max Pro
32” UHD 4K Monitor
WITH SMART 8MP WEBCAM

Part no Colour

32C4KPDW  Silver    Black  

Pivot, Tilt,
Swivel

Your Favourite Canvas Just Got Bigger

Clarity Max Pro offers the same bright, vivid and true-to-life colours as our widely-lauded 27” original – but with a new 32” screen that
makes a much bigger impression. Max Pro’s 8MP webcam ensures you’re always looking your best while its USB hub helps declutter
your studio, leaving your focus for what truly matters: your next masterpiece.

High Dynamic  
Range

8MP Webcam

Power Delivery 
65W

Edge to Edge
Display

Clarity Max Pro
32” UHD 4K Monitor

Webcam Retracts 
Automatically
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The Next Big Thing in Creativity

With HDR400 support and a 3000:1 contrast ratio, Clarity Max delivers crisp contrasts between its deep blacks and eye-catching
brightness. Offering more than 16 million colours across their 4K Ultra High Resolution displays, Clarity Max monitors are the perfect 
place to realise your next masterpiece.

Power, Data & Video in a Single Cable8MP Smart Webcam

Clarity Max’s rear USB hub connects your computer to two 
USB-A accessories, 65W laptop charging and your 3.5mm 
speakers or headphone – all with the same USB-C cable you’re 
using for video.

With Clarity Max Pro, you’ll look stunning, but only when you 
want to. Our smart webcam automatically sides up when you 
need it and disappears when you don’t, keeping the lens clean 
and protecting your privacy. 

UHD Display
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Pivot, Tilt, Swivel
Adjustable stand

Our aluminium stand makes it easy to position Clarity Max exactly where you need it, letting you raise, pivot, tilt and swivel the display to 
fit your desk setup and maximise ergonomic comfort. 
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User Interface

Power Input
Output

DC 19V     7.89A, 150W (Max)
USB-C (Connection for Video (DP Alt Mode 
required), 65W Laptop Charging and Data)
2x HDMI 2.1,  DisplayPort 1.4
2x USB-A (5Gbps, 7.5W Charging, For Accessories)
3.5mm Audio, USB-B (Connects computer to 
USB-A and Audio ports)

Power Adapter

Input
Output

AC 100-240V~, 50/60Hz
DC 19V     7.89A, 150W (Max)

Webcam

8MP (4K)

Panel

IPS with QD backlight

Audio

Speakers: 5Wx2
Audio Out: Yes

Warranty

2 Years

Device Compatibility

Apple, Chromebook, Microsoft

Certifications

VELUC4A36

Viewing Angle

178°(H) / 178°(V)

Package Includes

Physical Characteristics

Product Dimensions
Material
Weight
VESA Mount Compatible:
Screen Size:

Clarity Max Pro 32” 4K Monitor
DisplayPort Cable
HDMI Cable
USB-C Cable
USB-B to USB-A Cable
Power Adapter

726mm (L) x 481mm (D) x 250mm (H)
ABS, Glass, Aluminium
6.5kg without stand
FDMI MIS-D 100mm
32”

Brightness

Laptop Charging

Up to 65W over USB-C

320 nits (Typical)

Resolution

Maximum Resolution:           3840*2160@60Hz (Landscape)
                                              2160*3840@60Hz (Portrait)

Aspect Ratio

16:9

Refresh Rate

60Hz

Colour Accuracy

Colour Saturation (NTSC): 
Colour Saturation (DCI-P3):
Colour Saturation (SRGB):
Colour Saturation (Adobe RGB):
Colour Saturation (BT2020 CIE1976) 
Average ΔE:

112%
102%
130%
110%
76%
<1


